B Spindle Grade 2 or D \ :VOORRKING

Upholstery Fabric

YOU

PERSIMMONS
21PS

HERITAGE RED PERSIMMONS
21HD 21PS

GREEN LEAF
21GF

BLUE NORDIC THISTLE DOVE GREY BLACK INK
21BC 21TE 21DY 21BK




B Specification Information

Description Spindle
Grade 2orD
Content 100% Recycled Polyester
Repeat 3.2" Vertical, 26.7" Horizontal
Width 54"
Fabric Treatment None
Abrasion Passes ASTM D4157-02 (ACT approved # |0 Cotton Duck)

100,000 double rubs Wyzenbeek method. Abrasion resistance is
the surface wear of a fabric caused by rubbing and contact with
another fabric.

* Physical Properties Passes Brush Pill ASTM D351 1-02, Class 3 minimum. Pilling is
the formation of fuzzy balls of fiber on the surface of a fabric that
remain attached to the fabric. Passes Breaking Strength ASTM
D5034-95 (2001) (Grab Test). 50 Ibs. minimum in warp and weft.
Breaking strength is the measurement of stress exerted to pull a
fabric apart under tension. Passes Seam Slippage ASTM D4034. 25
Ibs. minimum in warp and weft. Seam slippage is the movement of
yarns in a fabric that occurs when it is pulled apart at a seam.

@ Colorfastness to Wet and Dry Crocking  Passes AATCC 8-2001 Dry Crocking, Grade 4 minimum. Wet
Crocking, Grade 3 minimum. Crocking is the transfer of dye from
the surface of a dyed or printed fabric onto another surface by
rubbing.

* Colorfastness to Light Passes AATCC |6 Option | or 3-2003 Grade 4 minimum at
40 hours. Colorfastness to light refers to a material’'s degree of
resistance to the fading effect of light.

” Flame Resistance Passes California Technical Bulletin #1 17 Section E — Class |.
Flame resistance is the measurement of a fabric’s performance
when it is exposed to specific sources of ignition.

Colors may vary slightly between dye lots. Spindle is a directional fabric.
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